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1. EXTRAS
1.1 NOSTRA (Y BAR)
1.1 A.   QUALITY EXTRAS
	Specifications     
	Rand

	SANS 920/2005 450 Mpa
	238

	BS 4449/1997 460 Mpa
	238

	BS 4449/2005 Grade 500 B
	288


1.1 B.   SECTION AND PROCESSING  EXTRAS
	Diameter
	450 Mpa and 460 Mpa
	Grade 500 B

	
	Rand (Coils)
	Rand (Lengths)
	Rand (Coils)
	Rand (Lengths)

	6 mm 
	370
	620
	370
	620

	8 mm
	290
	495
	290
	495

	10 mm
	215
	390
	215
	390

	12 mm
	170
	300
	170
	300

	14 mm
	170
	300
	170
	300

	16 mm (i)
	239
	239
	239
	239

	18 mm
	N/A
	219
	N/A
	219

	20 mm
	N/A
	204
	N/A
	204

	25 mm
	N/A
	170
	N/A
	N/A

	32 mm 
	N/A
	199
	N/A
	N/A

	40 mm
	N/A
	334
	N/A
	N/A


Note: (i)  16 mm coils standard only in Nostra NLR, Nostra(longitudinal rib) subject to enquiry

BS 4449: 2005 Grade 500A and Grade 500C on enquiry only
1.2    ROUND BAR
1.2 A.   QUALITY EXTRAS

	Specifications       
	Rand

	BS 4449/1997 250 Mpa
	126

	SANS 920/2005 250 Mpa (cert.)
	126


1.2 B.   SECTION AND PROCESS  EXTRAS
	Diameter
	250 Mpa and 250 Mpa (cert.)

	
	Rand (Coils)
	Rand (Lengths)

	6 mm 
	243
	483

	8 mm
	243
	483

	10 mm
	171
	331

	12 mm
	171
	331

	 16 mm  to 40 mm
	170
	 170


1.3 MINING BAR (DD BAR)

1.3 A.   QUALITY EXTRAS

	Specifications       
	Rand

	Grade 500 N
	559

	HS Mine Roof Bolt
	827


1.3 B.   SECTION AND PROCESS  EXTRAS
	Diameter
	Grade 500 N/HS Mine Roof Bolt

	
	Rand (Coils)
	Rand (Lengths)

	16 mm
	N/A
	205

	18 mm
	N/A
	185

	20 mm
	N/A
	170


1.4 MESH BAR
	Diameter
	Profile
	R/ton

	5.5 TO 14.5mm
	Mesh 8

Mesh 10

Mesh 12
	     170
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