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1. QUALITY EXTRAS 
	Specification
	NCL
	VRN 
	R / ton

	BS 4360/1986 Gr 43A
	X
	
	126

	BS 4360/1986 Gr 50B
	X
	
	205

	BS 4360/1986 Gr 50C
	X
	
	363

	S275JR SANS 50025:2009 EN 10025/2004
	X
	
	126

	S275JO SANS 50025:2009 EN 10025/2004
	X
	
	220

	S355JR SANS 50025:2009 EN 10025/2004
	X
	X
	205

	S355JO SANS 50025:2009 EN 10025/2004
	X
	
	363

	S235JR SANS 50025:2009 EN 10025/2004
	X
	
	126

	S235JRG2 SANS 50025:2009 EN 10025/2004
	X
	
	126

	BS 970/1983 : Part 1:  080 M 40 
	X
	X
	284

	COMMERCIAL QUALITY C 0,30% MAX 
	X
	
	0

	SS10/200
	X
	X
	284

	ASTM A36 – 93A
	X
	
	126

	DIN 17100/1980 RST 37/2
	X
	
	126

	DIN 17100/1980 RST 44/2
	X
	
	126

	DIN 17100/1980 RRST 52/3
	X
	
	363

	SANS 1431/2003 Gr 300WA
	X
	X
	126

	SAE/AISI 1006
	X
	
	126

	SAE/AISI 1008 
	X
	X
	126

	SAE/AISI 1010
	X
	
	126

	SAE/AISI 1015
	X
	
	126

	SAE/AISI 1020
	X
	
	126

	SAE/AISI 1035


	
	X
	126

	SAE/AISI 1038
	
	X
	126

	SAE/AISI 1045
	
	X
	754

	SAE/AISI 1141
	
	X
	565

	Gr 350WA/S355JR


	X
	X
	205

	BS 970/1983 : Part1 : 080 A 27


	
	X
	126

	BS 970/1983 :Part 1 : 070 M 20


	
	X
	191

	BS 970/1983 :Part 1 : 070 M 55
	
	X
	284

	BS 970/1983 :Part 1 : 080 A 42
	
	X
	284

	Chals 300
	
	X
	126

	BS 970/1983 :Part 1 : 080 M15
	
	X
	191

	BS 970/1983 :Part 1 : 150M19
	
	X
	221

	BS 970/1991 :Part 1 : 230M07 (ASTM 3 max for fields B & D only with occasional fields of C5) 

(≤ 51,0mm SE sq’s)
	
	X
	350

	BS 970/1991 :Part 1 : 230M07 (ASTM 3 max for fields B, C & D only) (≤ 51,0mm SE sq’s) (Ingots only, extra included)
	
	X
	974


Notes:

Other qualities/steel grades – on enquiry only

Above steel qualities/grades are supplied to a 3% maximum defect depth

Commercial quality is not suitable for galvanising

Availability is subject to chemical specification

2. SECTION EXTRAS
2.1   ANGLES (EQUAL) – LIGHT SECTIONS

	SIZE (mm)
	NCL
	VRN 
	R /TON

	
	
	
	

	25 X 25 X 2
	X
	
	900

	25 X 25 X 2.5
	X
	
	475

	25 X 25 X 3
	X
	
	475

	25 X 25 X 5
	X
	
	315

	30 X 30 X 2
	X
	
	915

	30 X 30 X 2.5
	X
	
	475

	30 X 30 X 3
	X
	
	475

	30 X 30 X 5
	X
	
	315

	40 X 40 X 2
	X
	
	940

	40 X 40 X 2.5
	X
	
	475

	40 X 40 X 3
	X
	
	315

	40 X 40 X 4
	X
	
	315

	40 X 40 X 5
	X
	
	315

	40 X 40 X 6
	X
	
	240

	45 X 45 X 3
	X
	
	315

	45 X 45 X 4
	X
	
	315

	45 X 45 X 5
	X
	
	240

	50 X 50 X 3 
	X
	
	315

	50 X 50 X 4
	X
	
	240

	50 X 50 X 5
	X
	
	240

	50 X 50 X 6
	X
	
	240

	50 X 50 X 8
	X
	
	315

	60 X 60 X 4
	X
	
	240

	60 X 60 X 5
	X
	
	240

	60 X 60 X 6
	X
	
	240

	60 X 60 X 8
	X
	
	315


  NOTE:  Light Sections – length range 5 – 13 m, standard increments of 100 mm
     ANGLES (EQUAL) – MEDIUM SECTIONS
	SIZE (mm)
	NCL
	VRN
	R /TON

	70 X 70 X 6
	X
	X
	220

	70 X 70 X 8
	X
	X
	220

	70 X 70 X 10
	X
	X
	220

	80 X 80 X 6
	X
	X
	220

	80 X 80 X 8
	X
	X
	220

	80 X 80 X 10
	X
	X
	220

	90 X 90 X 6
	X
	
	220

	90 X 90 X 8
	X
	
	220

	90 X 90 X 10
	X
	
	220

	100 X 100 X 8
	X
	
	220


2.1   ANGLES (EQUAL) – MEDIUM SECTIONS (continues)


	SIZE (mm)
	NCL
	VRN
	R /TON

	100 X 100 X 10
	X
	
	110

	100 X 100 X 12
	X
	
	110

	120 X 120 X 8
	X
	
	110

	120 X 120 X 10
	X
	
	110

	120 X 120 X 12
	X
	
	110

	120 X 120 X 15
	X
	
	110

	150 X 150 X 10
	X
	
	110

	150 X 150 X 12
	X
	
	110

	150 X 150 X 15
	X
	
	110

	150 X 150 X 18
	X
	
	110


NOTE: Medium Sections – length range 6 – 18 m, standard increments of 100 m
2.2 ANGLES (UNEQUAL) – LIGHT SECTIONS
	SIZE (mm)
	NCL
	VRN
	R /TON

	65 X 50 X 6  
	
	X
	700

	65 X 50 X 8  
	
	X
	660


ANGLES (UNEQUAL) – MEDIUM SECTIONS

	SIZE (mm)
	NCL
	VRN
	R /TON

	75 X 50 X 6
	
	X
	1250

	75 X 50 X 8
	
	X
	1205

	80 X 60 X 6
	
	X
	1250

	80 X 60 X 8
	
	X
	1205

	90 X 65 X 6
	
	X
	870

	90 X 65 X 8
	
	X
	825

	90 X 65 X 10
	
	X
	825

	100 X 65 X 8
	
	X
	705

	100 X 65 X 10
	
	X
	660

	100 X 75 X 6
	X
	X
	375 

	100 X 75 X 7
	X
	X
	300

	100 X 75 X 8
	X
	X
	300

	100 X 75 X 9
	X
	X
	300

	100 X 75 X 10
	X
	X
	300

	125 X 75 X 7
	X
	
	300

	125 X 75 X 8
	X
	
	300

	125 X 75 X  10
	X
	
	300

	125 X 75 X 12
	X
	
	220

	150 X 75 X 10
	X
	
	220

	150 X 75 X 12
	X
	
	220

	150 X 90 X 10
	X
	
	220

	150 X 90 X 12
	X
	
	220

	150 X 90 X 15
	X
	
	220


   NOTE:  (i) Length Range 6 – 18 m, standard increments of 100 mm

2.     SECTION EXTRAS (continues)


2.3   FLATS – LIGHT SECTIONS
	SIZE (mm)
	NCL
	VRN 
	R /TON

	20 X 4.5
	X
	
	520

	20 X 5
	X
	
	480

	20 X 6
	X
	
	440

	20 X 8
	X
	
	420

	20 X 10
	X
	
	390

	25 X 4.5
	X
	
	520

	25 X 5
	X
	
	480

	25 X 6
	X
	
	440

	30 X 4.5
	X
	
	520

	30 X 5
	X
	
	480

	30 X 6
	X
	
	440

	30 X 8
	X
	
	420

	40 X 4.5
	X
	
	460

	40 X 5
	X
	
	420

	40 X 6
	X
	
	380

	40 X 8
	X
	X
	360

	40 X 10
	X
	X
	330

	40 X 12
	X
	X
	310

	40 X 16
	X
	X
	260

	47,6 X 5
	X
	
	420

	50 X 5
	X
	
	420

	50 X 6
	X
	X
	380

	50 X 8
	X
	X
	360

	50 X 10
	X
	X
	330

	50 X 12
	X
	X
	310

	50 X 16
	X
	X
	260

	50 X 20
	X
	
	240

	50 X 25
	X
	
	220

	60 X 6 
	X
	X
	355

	60 X 8
	X
	X
	335

	60 X 10
	X
	X
	305

	60 X 12 
	X
	X
	285

	60 X 14 
	X
	X
	270


2.      SECTION EXTRAS (continued)

  2.3     FLATS – LIGHT SECTIONS 

	SIZE (mm)
	NCL
	VRN 
	R /TON

	60 X 16 
	X
	X
	235

	65 X 6
	X
	X
	355

	65 X 8
	X
	X
	335

	65 X 10
	X
	X
	305

	70 X 6
	X
	X
	355

	70 X 8 
	
	X
	335

	70 X 10
	X
	X
	305

	70 X 12 
	
	
	285

	70 X 14
	
	X
	270

	75 X 8  
	X
	X
	320

	75 X 10 
	X
	X
	290

	75 X 12 
	X
	X
	270

	80 X 6
	X
	
	340

	80 X 8
	X
	X
	320

	80 X 10
	X
	X
	290

	80 X 12 
	X
	X
	270

	80 X 16
	X
	X
	240

	90 X 8 
	X
	X
	320

	90 X 10
	X
	X
	290

	90 X 12
	X
	X
	270

	100 X 6
	X
	
	340

	100 X 8
	X
	X
	320

	100 X 10
	X
	X
	290

	110 X 10
	X
	
	300


2.3   FLATS – MEDIUM SECTIONS

	SIZE (mm)
	NCL
	VRN 
	R /TON

	100 X 12
	X
	X
	270

	100 X 16
	X
	X
	220

	100 X 20
	X
	X
	200

	100 X 25
	X
	X
	180

	130 X 8 
	X
	X
	350

	130 X 10
	X
	X
	320

	130 X 12
	X
	X
	300

	130 X 16
	X
	X
	250

	130 X 18 
	
	X
	250

	130 X 20
	X
	X
	230

	130 X 25
	X
	X
	210

	130 X 30
	X
	
	190

	150 X 8 
	X
	
	375

	150 X 10
	X
	X
	345

	150 X 11
	
	X
	345

	150 X 12
	X
	X
	325

	150 X 16
	X
	X
	275

	150 X 20
	X
	X
	255

	150 X 25
	X
	X
	235


2.
SECTION EXTRAS (continued)
  2.3      FLATS – MEDIUM SECTIONS

	SIZE (mm)
	NCL
	VRN 
	R /TON

	180 X 10
	X
	
	380

	200 X 10
	X
	
	430

	200 X 12
	X
	
	410

	200 X 16
	X
	
	360

	200 X 20
	X
	
	340

	250 X 16
	X
	
	670

	250 X 20
	X
	
	650

	250 X 25
	X
	
	630

	250 X 30
	X
	
	610


2.4     CHANNELS
	SIZE (mm)
	NCL
	VRN 
	R /TON

	TAPER FLANGE:
	
	
	

	76 X 38    (light) (i)
	
	X
	760

	76.2 X 38.1    
	
	X
	980

	100 x 50 x 8.874kg/m 
	X
	
	290

	100 x 50 x 10.727kg/m
	X
	
	530

	120 x 55
	X
	
	530

	127 x 64
	X
	
	450

	140 x 60
	X
	
	450

	152 x 76
	X
	
	450

	160 x 65
	X
	
	375

	178 x 54
	X
	
	450

	180 x 70
	X
	
	375

	PARALLEL FLANGE:
	
	
	

	100 x 50
	X
	
	530

	180 x 70
	X
	
	375

	200 x 75
	X
	
	375


 (i) Available only in either mild steel or CHALS 300 grades 
   2.5     SHARP CORNERED SQUARE BAR – LIGHT SECTIONS

	SIZE (mm)
	NCL
	VRN 
	R /TON

	8 x 8
	X
	
	395

	10 x 10
	X
	
	395

	12 x 12
	X
	
	395


2.
SECTION EXTRAS (continued)
 2.6     I SECTIONS 
	IPE– AND IPE AA SECTIONS

MEDIUM SECTIONS

	PARALLEL FLANGE (mm x mm)
	R /TON

	100 x 55
	140

	120 x 64
	140

	140 x 73
	140

	160 x 82
	140

	180 x 91
	95

	200 x 100
	95


NOTE:  (i) Length Range 6 – 18 m, standard increments of 100 mm 

   2.7     HEXAGONS
	SIZE (mm)
	NCL
	VRN 
	R /TON

	19.2
	
	X
	415

	22.4
	
	X
	415

	25.6
	
	X
	415

	31.75
	
	X
	415



MICRO CLEANLINESS

NOTES: Hexagons < 32mm are normally manufactured with a micro cleanliness of rating 3 max except for occasional fields of C5 according to ASTM standard E45 – method A.

2.8
  SHARE SECTIONS

	SIZE (mm)
	NCL
	VRN 
	R /TON

	133,35 X 9,53 (CURVED)  
	
	X
	525


             Note: minimum of 50 ton 

2.9
  RADEX SECTIONS

	SIZE (mm)
	NCL
	VRN 
	R /TON

	104,78 X 7,94
	
	X
	295

	104,78 X 9,53
	
	X
	525


   3.    ITEM EXTRAS (STANDARD SIZE/SECTIONS)
	Order Quantity per Item

(ton)
	LIGHT

SECTIONS
	MEDIUM

SECTIONS

	< 5t
	550
	550

	5t - < 10
	300
	300

	10t - < 20
	180
	180

	20t - < 40
	0
	130

	40t and more
	
	0


      4.
   LENGTH EXTRAS












   0% Shorts (standard length range)


130

5. PROCESSING EXTRAS


5.1. EXACT COUNT 


 Number of sections (compulsory 0% shorts extra to apply)




   85

5.2  WITNESSING

 Of mechanical test by customer / representative






   50

       5.3
 INSPECTION


 By customer / representative









   50

5.4 TOLERANCE

Cutting to tolerance closer than standard






On enquiry

Rolling to tolerance closer than standard






On enquiry

5.5  SPECIAL PAINT MARKING









  55

5.6  BUNDLE WEIGHTS


    Smaller than 2,0 tons










  70

5.7  SPECIAL TEST AND / OR ANALYSIS





    On application
  

       5.8   DEFECT DEPTH


Defect depth extras are applicable to all qualities. 
	Defect

Depth

max
	Less than 3% defect depth:

	
	COILS
	LENGTHS

	
	Rand per ton (vat incl)
	Rand per ton (vat incl)

	3% (Surface Gr D)
	0
	0

	2% (Surface Gr C)
	70
	70

	1,5% (Surface Gr B)
	245
	520

	1% (Rolled from NC input only
	335
	965
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